














The security of Genuine Hyundai Service

Hyundai Service
Hyundai has over 5000 service centers throughout the
world. All of them highly trained specialist staff are ready
and waiting to ensure that every minute you spend with
your Hyundai is time well spent. The Hyundai Academy and
our full range of specialist training schemes mean that
whatever your car needs, and whenever it needs it, there
will be fully qualified Hyundai service personnel to provide
it, quickly, efficiently and effectively. Also if you have any
queries over any aspect of Hyundai service or guarantees,
just call your local Hyundai service hot/help line, there will
be a specialist ready and waiting to advise you.

New Car Guarantee
Hyundai quality control extends from the beginning of
your cars life until it is recycled. Quality of design,
materials and manufacture are then matched by quality of
service. In this way the Hyundai underwrites its promise
of quality through every stage of the vehicles life cycle. 

Rust Protection
Another major advantage that Hyundai owners enjoy is
freedom of worry over rust. Our advanced paint and
coatings technology means we can confidently extend a
five-year guarantee against rust penetration.

Hyundai Genuine Spare Parts
Hyundai Genuine Spare Parts are built to the same
specification as the original equipment on your i30. That
means they have been rigorously tested until we are
confident that they meet the rigid quality and
dependability standards of the Hyundai Motor Company.
Our quality control not only assures you of the best
choice of spare parts, it also extends to our worldwide
delivery service. No matter where in the world you are,
you will usually have any part you require within 24
hours, no matter what age your vehicle has reached.

Hyundai Recycling Pledge
Our attention to quality extends right to the end of your
i30s active life. Not only is every part marked with a
recycling code, but Hyundai actively participates in
ensuring that none of its products becomes a long-term
pollutant. In fact our car for the environment extends
right from the drawing board to the recycling plant.

SPECIFICATIONS
ENGINE

Type 1.6 DOHC CVVT 2.0 DOHC CVVT 1.6 CRDi

DRIVE TRAIN

Displacement (cc) 1,591 1,975 1,582

Bore x Stroke (mm) 77.0 x 85.4 82.0 x 93.5 77.2 x 84.5

Compression Ratio 10.5 10.1 17.3

Max. Power (kW/rpm) 89.7(121ps) / 6,200 105.2(143ps) / 6,000 84.6(117ps) / 4,000

Max. Torque (N.m/rpm) 154.0(15.6kg.m) / 4,200 186.3(19.0kg.m) / 4,600 255.0(26.5kg.m) / 2,000 

Lubricant Capacity including Oil Filter ( liter) 3.3 3.0 5.3

On leaded fuel engines, power & torque figures vary in accordance with local fuel and climate characteristics.
Please ask your dealer for available engines.

SUSPENSION
Suspension Front MacPherson Strut Type 

Rear Multi-link type with stabilizer bar

Shock Absorber Gas shock absorber with twin tube

BRAKES
General split-circuit, power-assited braking system with pressure

proportioning valve.

In case of ABS : Electronic brake force distribution(EBD)

Front Brake type 15-inch ventilated disc, 1 port-caliper brake with pad wear warning 

device. DISC : Ø280 x 26t (mm)

Rear Brake type 14-inch solid disc with Ø168 drum in-hat parking brake system, 1 port-caliper 

brake with pad wear warning device. DISC : Ø262 x 10t (mm)

Booster Size / Type 10" / Single

Cylinder diameter 20.64

STEERING WHEEL

Transmission 5-speed Manual 4-speed Automatic

Engine 1.6 DOHC CVVT 2.0 DOHC CVVT 1.6 CRDi 1.6 DOHC CVVT 2.0 DOHC CVVT

Gear Ratio 1st 3.615 3.308 3.636 2.919 2.919            

2nd 1.950 1.962 1.962 1.551 1.551                

3rd 1.370 1.257 1.189 1.000 1.000               

4th 1.031 0.976 0.844 0.713 0.713              

5th 0.837 0.778 0.660 _ _

Reverse 3.583 3.583 3.583 2.480 2.480                

Final Gear Ratio 4.294 4.188 3.941 4.619 4.121                               

Lubricant Capacity ( liter) 1.9 2.0 2.0 6.8 6.6                          

Type Rack and pinion type steering gear, Power assisted by MDPS.

Overall Steering Gear Ratio 14.8 (15” / 16”)   14.2 (17”)

Number of Steering Wheel Turn (lock to lock) 2.69 

Minimum turning radius (m) Curve to Curve 5.17 (15” / 16”)   5.4 (17”)




